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 SLC (Stave Lumber)  

 
4’0” x 10’0” (1219 mm x 3048 mm)   

Lite cut out to bottom of door: 
-Up to 7’0” (2134 mm) = 10” (254 mm) 
-Over 7’0” (2134 mm) = 12” (305 mm) 

 
 

 
 Lite-lock  
 
 

 
 
-1/2” 52 mm) 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  

 
 
 
 
 
 

   
 

5-ply door, abrasive planed before 
veneering, with the edge of the veneer but 
not the edge of the crossband exposed.  

5-ply door, abrasive planed before 
veneering, with the edge of the veneer and 
the edge of the crossband exposed.  

7-ply door, abrasive planed before 
veneering, with the edge of the 3-ply face 
veneer and crossband exposed.  

As Per AWI Standards 

No. 1 Edge 

No. 3 Edge 

No. 2 Edge 

Door Edging Details
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Maximum Size 60” x 120” (1524 mm x 3048 mm)  
 

Thickness                           1-3/8” (35 mm) – 1-3/4” (44 mm)   
 

Face Foreign and domestic Veneers minimum 
1/50” (0.5 mm) thick at 12 % moisture 
content. Face grades per WDMA I.S.1-A 
standards. Plastic Laminate or Medium 
Density Overlay (MDO). 

 
Crossband 1/16” (1.6 mm) minimum wood based 
 composite. 
 
Core One-inch honeycomb patterned 

cardboard. 
 

Stiles ME (Matching Edge): 5/8” (16 mm) hardwood 
laminated to 3/4” (19 mm) structural composite 
lumber (SCL). 

 CE (Compatible Edge): 5/8” (16 mm) hardwood 
(mill option) laminated 
to 3/4” (19 mm) structural composite   
lumber (SCL).  
*Available with 4-1/4” (108 mm) SCL 
 inner stile.   
   

Rails 1-3/8” (35 mm) structural composite 
lumber (SCL) 

 *Available with 2-1/4” (57 mm) SCL 
 top and bottom rails. 

 
Adhesives Type-1 PVA (polyvinyl acetate).  

Urea Formaldehyde Free,  
      water resistant. 
 
Options PE: Plastic laminate edge. 
 Lock block(s) upon request. 
 6” mid-rail. 
 
Openings Upon request. 

 
Notes Stile and rail dimensions shown are prior to 

factory trimming.  
 
Conforms to  ASTM D5456-01AE1 
Industry Standards  CSA 011322.2 SERIES 90 
 A.W.I./A.W.M.A.C. SECTION 1300 
 W.D.M.A SERIES I.S.1 – A-2004 
   
 
Warranty  Three year (Interior use only) 

NO. 2 EDGE
(STANDARD)

Hollow Core 

Architectural Grade HC-5
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Maximum Size 48” x 120” (1219 mm x 3048 mm)  
 

Thickness                           1-3/8” (35 mm) – 1-3/4” (44 mm)   
2” (51 mm) – 2-1/4” (57 mm) 

 
Face Foreign and domestic Veneers minimum 

1/50” (0.5 mm) thick at 12 % moisture 
content. Face grades per WDMA I.S.1-A 
standards. Plastic Laminate or Medium 
Density Overlay (MDO). 

 
Crossband 1/16” (1.6 mm) minimum wood based  

composite.  
 

Core LD-2 Density 32 lbs per cubic foot  
513-kg/cu mm. 
Bonded to the stiles and rails.  

 
Stiles ME (Matching Edge): 5/8” (16 mm) hardwood 

laminated to 3/4” (19 mm) structural composite 
lumber (SCL). 

 CE (Compatible Edge): 5/8” (16 mm) hardwood 
(mill option), laminated 
to 3/4” (19 mm) structural composite   
lumber (SCL).  
*Available with 4-1/4” (108 mm) SCL 
inner stiles.   

 
Rails 1-3/8” (35 mm) structural composite 

lumber (SCL) 
 *Available with 2-1/4” (57 mm) SCL  

top and bottom rails. 
 

Adhesives Type-1 PVA (polyvinyl acetate).  
Urea Formaldehyde Free, 

 water resistant.  
     
Options 1E; - #1 Edge. 

PE; Plastic laminate edge 
20-minute neutral or positive pressure 
rating. 

   
Openings See flush door lite cut-out details. 

 
Notes Stile and rail dimensions shown are prior to 

factory trimming. 
 
Conforms to  Core – ANSI A208.1 
Industry Standards  ASTM D5456-01AE1 
 CSA 011322.2 SERIES 90 
 A.W.I./A.W.M.A.C. SECTION 1300 
 W.D.M.A SERIES I.S.1 – A-2004  
 
Warranty  Lifetime (Interior use only) 

NO. 2 EDGE
(STANDARD)

Particle Core 

Architectural Grade PC-5
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Maximum Size 48” x 120” (1219 mm x 3048 mm) 
 

Thickness                           1-3/8” (35 mm) – 1-3/4” (44 mm)  
2” (51 mm) – 2-1/4” (57 mm) 

 
Face Foreign and domestic Veneers minimum 

1/50” (0.5 mm) thick at 12 % moisture 
content. Face grades per WDMA I.S.1-A 
standards. Plastic Laminate or Medium 
Density Overlay (MDO). 

 
Crossband 1/16” (1.6 mm) minimum wood based 

composite. 
 
Core Structural composite lumber (SCL).       

With a density of 38-lbs/cubic foot or 
609-kg/cu mm.1/2 (64 mm). Random  

 
Stiles ME; (Matching Edge): 5/8” (16 mm) 

hardwood laminated to the structural 
composite lumber (SCL) core. 
CE; (Compatible Edge): 5/8” (16 mm) hardwood 
laminated to the structural composite 
lumber (SCL) core.  

 
Rails Optional, please specify if required. 

 
Adhesives Type-1 PVA (polyvinyl acetate).  

Urea Formaldehyde Free,  
water resistant.   

 
Options 1E; # 1 edge 
 PE; Plastic laminate edge 

20-minute neutral or positive pressure 
rating. 

   
Openings See flush door lite cut-out details. 
 
Notes Stile and rail dimensions shown are 

prior to factory trimming.  
 

Conforms to  Core – ANSI A208.1 
Industry Standards  ASTM D5456-01AE1 
 CSA 011322.2 SERIES 90 
 A.W.I./A.W.M.A.C. SECTION 1300 
 W.D.M.A SERIES I.S.1 – A-2004  
 
Warranty Lifetime (Interior use only) 
 

 
 
 
 

NO. 2 EDGE
(STANDARD)

Structural Composite Lumber 

Architectural Grade SCLC-5
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Maximum Size 48” x 96” (1219 mm x 3048 mm)  
 

Thickness                           1-3/4” (44 mm)   
 

Face Foreign and domestic Veneers minimum 
1/50” (0.5 mm) thick at 12 % moisture content. 
Face grades per WDMA I.S.1-A standards. 
Plastic Laminate or Medium Density Overlay 
(MDO). 
  1(1.6 mm)  

Crossband 1/16” (1.6mm) minimum wood based composite 
 
Core LD-2 Particle Core with a density of 32 lbs per 

cubic foot or 513 kg/cu mm. 
Bonded to the stiles and rails. 
Optional; 
Structural composite lumber (SCL) with a 
density of 38-lbs/cubic foot or 609-kg/cu mm.  
Bonded to the stiles and rails.  
 

Stiles ME: 5/8” (16 mm) hardwood laminated to 3/4” 
(19 mm) structural composite lumber (SCL). 

 CE: 5/8” (16 mm) hardwood (mill option) 
laminated to 3/4” (19 mm) structural composite   
lumber (SCL).  

 
Rails 1-3/8” (35 mm) structural composite lumber 

(SCL) 
 

Adhesives Type-1 PVA (polyvinyl acetate).  
Urea Formaldehyde Free,  

      water resistant. 
 
Options Total of 1/16” lead using 2 pcs of 1/32” 
 Total of 1/8” lead using 2 pcs of 1/16” 
 20-minute neutral or positive pressure. 
 
Openings See Specialty Doors (Lead Lined) 

 
Notes Stile and rail dimensions shown are 

prior to factory trimming.  
 
Conforms to  Core – ANSI A208.1 
Industry Standards  ASTM D5456-01AE1 
 CSA 011322.2 SERIES 90 
 A.W.I./A.W.M.A.C. SECTION 1300 
 W.D.M.A SERIES I.S.1 – A-2004  
 
Warranty Lifetime (Interior use only) 

 
 

  
 

NO. 2 EDGE
(STANDARD)

Lead Lined Series 

Architectural Grade LL-5
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Maximum Size 48” x 120” (1219 mm x 3048 mm)  

 
Thickness                           1-3/4” (44 mm)   

 
Face Foreign and domestic Veneers minimum 

1/50” (0.5 mm) thick at 12 % moisture 
content. Face grades per WDMA I.S.1-A 
standards. Plastic Laminate or Medium 
Density Overlay (MDO). 

      1(1.6 mm)  
Crossband 1/16” (1.6 mm) minimum wood based 

composite. 
                                

Core Particle core with density of 28 – 32 lbs. 
per cubic foot (449-513 kg/cu mm). 
Bonded to stiles and rails. With UL listed 
bullet resistant fibreglass.  

 
Stiles ME: 5/8” (16 mm) hardwood laminated 

to 3/4” (19 mm) structural composite 
lumber (SCL). 

 CE: 5/8” (16 mm) hardwood (mill option) 
laminated to 3/4” (19 mm) structural composite   
lumber (SCL).  

 
Rails Top: 1-1/8 (28 mm) hardwood (mill 

option) laminated to core.          
Bottom: 1-1/8” (28 mm) hardwood (mill 
option) laminated to core. 

 
Adhesives Type-1 PVA (polyvinyl acetate).  

Urea Formaldehyde Free,  
water resistant.  

 
Options Level 1 through 3 Bullet Resistance 

 
Openings See Section G. 

 
Notes Stile and rail dimensions shown are 

prior to factory trimming. Dimensions will 
vary due to prefit requirements.   

 
Conforms to  Core – ANSI A208.1 
Industry Standards  ASTM D5456-01AE1 
 CSA 011322.2 SERIES 90 
 A.W.I./A.W.M.A.C. SECTION 1300 
 W.D.M.A SERIES I.S.1- A 2004  
 
Warranty Lifetime (Interior use only) 

 
 
 

NO. 2 EDGE
(STANDARD)

Bullet Resistant   

Architectural Grade BR-5
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Maximum Size 48” x 120” (1219 mm x 3048 mm)  

 
Thickness                                 1-3/8” (35 mm) – 1-3/4” (44 mm)   

2” (51 mm) – 2-1/4” (57 mm) 
 
Face Foreign and domestic Veneers minimum 

1/50” (0.5 mm) thick at 12 % moisture 
content. Face grades per WDMA I.S.1-A 
standards. Plastic Laminate or Medium 
Density Overlay (MDO). 

 
Crossband 1/16” (1.6 mm) minimum wood based 

composites.   
 

Core LD-2, Density 32 lbs per cubic foot  
(513 kg/cu mm). 100% recovered agricultural 
fibre (agrifibre), bonded 
to the stiles and rails.  

 
Stiles ME; (Matching Edge): 5/8” (16 mm) 

hardwood laminated to 3/4” (19 mm) 
structural composite lumber (SCL). 

 CE; (Compatible Edge): 5/8” (16 mm) 
hardwood (mill option) laminated 
to 3/4” (19 mm) structural composite   
lumber (SCL).  
*Available with 4-1/4” (108 mm) SCL 
inner stiles.   

 
Rails 1-3/8” (35 mm) structural composite lumber 

(SCL) 
 *Available with 2-1/4” (57 mm) SCL 

      top and bottom rails. 
 

Adhesives Type-1 PVA (polyvinyl acetate).  
Urea Formaldehyde Free,  
water resistant.   

 
Options 1E - #1 Edge.  
 PE -  Plastic laminate edge 

20-minute neutral or positive pressure rating. 
   
Openings See flush door lite cut-out details. 
 
Notes Stile and rail dimensions shown are prior to 

factory trimming. 
 
Conforms to  Core – ANSI A208.1 
Industry Standards  ASTM D5456-01AE1 
 CSA 011322.2 SERIES 90 
 A.W.I./A.W.M.A.C. SECTION 1300 

      W.D.M.A SERIES I.S.1 – A-2004  
 
 
Warranty  Lifetime (Interior use only) 
 
  
 

Environmental Core

 
 
 
 
 
LEED CREDITS:  
MR (4.1,4.2, 5.1,5.2, 6) EQ (4.4) 

NO. 2 EDGE
(STANDARD)

Architectural Grade ENVC-5
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Maximum Size 48” x 120” (1219 mm x 3048 mm)  
Pairs      96” X 96”  

 
Thickness                           1-3/4” (44 mm) or 2-1/4” (57 mm)  
 
Face Foreign and domestic veneers minimum 

of 1/50” (0.5 mm), thick at 12 % 
moisture content. Face grades per 
WDMA I.S.1-A standards. 
Medium density overlay (MDO) or 
Plastic Laminate.  

 
Crossband 1/16” (1.6 mm) minimum wood based 

composites. 
 

Core LD-2, Density 34 lbs per cubic foot  
(513 kg/cu mm). Urea formaldehyde 
free 100% recovered agricultural fibre 
(agrifibre), bonded to the stiles and rails. 

 
Stiles ME; (Matching Edge): 5/8” (16 mm) hardwood 

laminated to 1” (25 mm) fire-proof material. 
 CE; (Compatible Edge): 5/8” (16 mm) 

hardwood (mill option) laminated 
to 1” (25 mm) fire proof material.  
  

Rails 1-3/8” (35 mm) structural composite 
lumber (SCL) or fire proof materials. 

  
Adhesives Type-1 PVA (polyvinyl acetate).  

Urea Formaldehyde Free,  
water resistant.   

 
Options PE; Plastic laminate edge  

Negative & Positive Pressure  
  
Openings Up to 1296 square inches. 

 
Notes Stile and rail dimensions shown are 

prior to factory trimming. 
 
Conforms to  Core – ANSI A208.1 
Industry Standards  ASTM D5456-01AE1 
 CSA 011322.2 SERIES 90 
 A.W.I./A.W.M.A.C. SECTION 1300 
 W.D.M.A SERIES I.S.1 – A-2004  
 
Warranty  Lifetime (Interior use only) 
 

 
 
 
 
 
 

NO. 2 EDGE
(STANDARD)

Fire Rated Environmental 
 
 
 
 
 
LEED CREDITS:  
MR (4.1,4.2, 5.1,5.2, 6) EQ (4.4) 

Architectural Grade ENVC-5-45
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Maximum Size 48” x 96” (1219 mm x 2438 mm)  
Pairs      N/A  

 
Thickness                           1-3/4” (44 mm) or 2-1/4” (57 mm)  
 
Face Foreign and domestic veneers minimum 

of 1/50” (0.5 mm) thick at 12 % moisture 
content. Face grades per WDMA I.S.1-A 
standards. 
Medium density overlay (MDO) or 
Plastic Laminate.  

 
Crossband 1/16” (1.6 mm) minimum wood based 

composites.   
 

Core LD-2, Density 34 lbs per cubic foot  
(513 kg/cu mm). Urea formaldehyde 
free 100% recovered agricultural fibre 
(agrifibre), bonded to the stiles and rails. 

 
Stiles ME; (Matching Edge): 5/8” (16 mm) hardwood 

laminated to 1” (25 mm) fire-proof material. 
 CE; (Compatible Edge): 5/8” (16 mm) 

hardwood (mill option) laminated 
to 1” (25 mm) fire proof material.  
  

 
Rails 1-3/8” (35 mm) structural composite 

lumber (SCL) or fire proof materials. 
  

Adhesives Type-1 PVA (polyvinyl acetate).  
Urea Formaldehyde Free,  
water resistant.   

 
Options PE; Plastic laminate edge  

Negative & Positive Pressure  
  
Openings Up to 720 square inches. 

 
Notes Stile and rail dimensions shown are 

prior to factory trimming.  
 
Conforms to  Core – ANSI A208.1 
Industry Standards  ASTM D5456-01AE1 
 CSA 011322.2 SERIES 90 
 A.W.I./A.W.M.A.C. SECTION 1300 
 W.D.M.A SERIES I.S.1 – A-2004  
 
Warranty  Lifetime (Interior use only) 
 
 
 
 

NO. 2 EDGE
(STANDARD)

 Fire Rated Environmental 
 
 
 
 
 
LEED CREDITS:  
MR (4.1,4.2, 5.1,5.2, 6) EQ (4.4) 

Architectural Grade ENVC-5-60
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Maximum Size 48” x 120” (1219 mm x 3048 mm)  
 

Thickness                           1-3/4” (44 mm)   
 

Face 
   Foreign and domestic Veneers 

minimum1/50” (0.5 mm) thick at 12 % 
moisture content. Face grades per 
WDMA I.S.1-A standards. Plastic 
Laminate or Medium Density Overlay 
(MDO). 

    
Crossband                          1/16” (1.6 mm) minimum wood based 

composite.16” (1.6 m 
m) minimum wood based composit 
Core Non-combustible mineral core. kg/cu mm). LD-1 

or LD-2 bonded to the stiles  
Stiles ME; (Matching Edge): 1” (25 mm) hardwood.    

        
CE; (Compatible Edge): 1” (25 mm) hardwood 
(mill option). to 3/4” (19 mm) structural 
composite lumood ( 

Rails Top; 1” (25 mm) hardwood.          
Bottom; 1 3/8” (35 mm) hardwood. 

 
Adhesives Type-1 PVA (polyvinyl acetate).  

Urea Formaldehyde Free, 
water resistant. 
 

Options 1E; -  #1 Edge.  
Category “B” Positive Pressure. 
 

  
Openings See fire door lite cut-out details. 

 
Notes Stile and rail dimensions shown are 

prior to factory trimming.  
 
Conforms to  Core – ANSI A208.1 
Industry Standards  ASTM D5456-01AE1 
 CSA 011322.2 SERIES 90 
 A.W.I./A.W.M.A.C. SECTION 1300 
 W.D.M.A SERIES I.S.1 – A-2004  
 
Warranty  Lifetime (Interior use only)  
 
 
 
 
 
 

NO. 2 EDGE
(STANDARD)

Neutral Pressure 

  Fire Rated Series 

Architectural Grade FD-5-45
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Maximum Size 48” x 108” (1219 mm x 2743 mm)  
 

Thickness                           1-3/4” (44 mm)   
 

Face Foreign and domestic Veneers 
minimum1/50” (0.5 mm) thick at 12 % 
moisture content. Face grades per 
WDMA I.S.1-A standards. Plastic 
Laminate or Medium Density Overlay 
(MDO). 

  
Crossband                          1/16” (1.6 mm) minimum wood based 

composite.16” (1.6 m 
 
Core Non-combustible mineral core.c. LD-1 or 

LD-2 bonded to the stiles and rails.  
Stiles ME; (Matching Edge): 1” (25 mm) 

hardwood.            
CE; (Compatible Edge): 1” (25 mm) 
hardwood (mill option).  
 

Rails Top; 1” (25 mm) hardwood.          
Bottom: 1 3/8” (35 mm) hardwood. 

 
Adhesives Type-1 PVA (polyvinyl acetate). 

Urea Formaldehyde Free, 
water resistant. 

 
Options 1E; #1 edge. 
  
Openings See fire door lite cut-out details. 

 
Notes Stile and rail dimensions shown are 

prior to factory trimming.  
 

Positive Pressure Category A doors feature a concealed 
intumescent engineered into the door 
construction. S-label doors require 
surface applied Category H – 
Smoke/Draft Control gaskets on the 
frame and the meeting edges of pairs 

 
Conforms to  Core – ANSI A208.1 
Industry Standards  ASTM D5456-01AE1 
 CSA 011322.2 SERIES 90 
 A.W.I./A.W.M.A.C. SECTION 1300  
 W.D.M.A SERIES I.S.1 – A-2004  
 
Warranty  Lifetime (Interior use only)  

 
 

Fire Rated Series 

Category A 
Positive Pressure 

NO. 2 EDGE
(STANDARD)

Architectural Grade FD-5-45
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Maximum Size 48” x 108” (1219 mm x 2743 mm)  
 

Thickness                           1-3/4” (44 mm)   
 

Face Foreign and domestic Veneers 
minimum1/50” (0.5 mm) thick at 12 % 
moisture content. Face grades per 
WDMA I.S.1-A standards. Plastic 
Laminate or Medium Density Overlay 
(MDO).    
  

   
Crossband                          1/16” (1.6 mm) minimum wood based 

composite.16” (1.6 m 
 
Core Non-combustible mineral core. LD-1 or LD-2 

bonded to the stiles and rails.  
Stiles ME; (Matching Edge): 5/8” (16 mm) hardwood 

laminated to 1” (25 mm) fire rated material.            
CE; (Compatible Edge): 5/8” (16 mm)  
hardwood (mill option) laminated to 1”  
(25mm) fire rated material. 
 

Rails Top; 1” (25 mm) fire rated material.          
Bottom: 1 3/8” (35 mm) fire rated 
material. 

 
Adhesives Type-1, PVA (polyvinyl acetate). 

Urea Formaldehyde Free, 
water resistant. 

 
Options 1E; #1 edge. 

Category B Positive Pressure   
  
Openings See fire door lite cut-out details. 

 
Notes Stile and rail dimensions shown are 

prior to factory trimming.  
 

 
Conforms to  Core – ANSI A208.1 
Industry Standards  ASTM D5456-01AE1 
 CSA 011322.2 SERIES 90 
 A.W.I./A.W.M.A.C. SECTION 1300  
 W.D.M.A SERIES I.S.1 – A-2004  
 
Warranty  Lifetime (Interior use only)  

 
 
 

Fire Rated Series Neutral Pressure 
 

N O . 2 ED G E
(STAND ARD )

Architectural Grade FD-5-60
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Maximum Size 48” x 108” (1219 mm x 2743 mm)  
 

Thickness                           1-3/4” (44 mm)   
 

Face Foreign and domestic Veneers minimum 
of 1/50” (0.5 mm) at 12 % moisture 
content. Face grades per WDMA I.S. 1-A 
standards. Plastic Laminate or Medium        
Density Overlay (MDO).  

   
Crossband                          1/16” (1.6 mm) minimum wood based 

composite.16” (1.6 m 
 
Core Non-combustible mineral core.2 bonded 

to the stiles and rails.  
Stiles ME; (Matching Edge) 5/8” (16 mm) 

hardwood laminated to 1” (25 mm) fire rated 
material.            
CE; (Compatible Edge) 5/8” (16 mm)  
hardwood (mill option) laminated to 1” (25 mm) 
fire rated material.  
 

Rails Top; 1” (25 mm) fire rated material.          
Bottom: 1 3/8” (35 mm) fire rated 
material. 

 
Adhesives Type-1 PVA (polyvinyl acetate). 

Urea Formaldehyde Free, 
water resistant. 

 
Options 1E; #1 edge. 
  
Openings See fire door lite cut-out details. 

 
Notes Stile and rail dimensions shown are 

prior to factory trimming.  
 

Positive Pressure Category A doors feature a concealed 
intumescent engineered into the door 
construction. S-label doors require 
surface applied Category H – 
Smoke/Draft Control gaskets on the 
frame and the meeting edges of pairs 

 
Conforms to  Core – ANSI A208.1 
Industry Standards  ASTM D5456-01AE1 
 CSA 011322.2 SERIES 90 
 A.W.I./A.W.M.A.C. SECTION 1300  
 W.D.M.A SERIES I.S.1 – A-2004  

 
Warranty  Lifetime (Interior use only)  

Category A 
Positive Pressure 

NO. 2 EDGE
(STANDARD)

Fire Rated Series 

Architectural Grade FD-5-60
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Maximum Size 48” x 108” (1219 mm x 2743 mm)  

 
Thickness                           1-3/4” (44 mm)   

 
Face Foreign and domestic Veneers 

minimum1/50” (0.5 mm) thick at 12 % 
moisture content. Face grades per 
WDMA I.S.1-A standards. Plastic 
Laminate or Medium Density Overlay 
(MDO).    
  

Crossband                          1/16” (1.6 mm) minimum wood based 
composite.16” (1.6 m 

 
Core Non-combustible mineral core.r LD-2 

bonded to the stiles and rails.  
Stiles ME; (Matching Edge) 5/8” (16 mm) hardwood 

laminated to 1” (25 mm) fire rated material.            
CE; (Compatible Edge) 5/8” (16 mm)  
hardwood (mill option) laminated to 1” (25 mm) 
fire rated material. 
 

Rails Top; 1” (25 mm) fire rated material.          
Bottom: 1 3/8” (35 ) fire rated material. 

 
Adhesives Type-1 PVA (polyvinyl acetate). 

Urea Formaldehyde Free, 
water resistant. 

 
Options 1E; #1 edge. 

Category B Positive Pressure   
  
Openings See fire door lite cut-out details. 

 
Notes Stile and rail dimensions shown are 

prior to factory trimming.  
 
 
Conforms to  Core – ANSI A208.1 
Industry Standards  ASTM D5456-01AE1 
 CSA 011322.2 SERIES 90 
 A.W.I./A.W.M.A.C. SECTION 1300  
 W.D.M.A SERIES I.S.1 – A-2004  
 
Warranty  Lifetime (Interior use only)  

 
 
 
 
 
 

Fire Rated Series 
Neutral Pressure 

 

N O . 2  E D G E
(S T A N D A R D )

Architectural Grade FD-5-90
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Maximum Size 48” x 108” (1219 mm x 2743 mm)  
 

Thickness                           1-3/4” (44 mm)   
 

Face Foreign and domestic Veneers 
minimum1/50” (0.5 mm) thick at 12 % 
moisture content. Face grades per 
WDMA I.S.1-A standards. Plastic 
Laminate or Medium Density Overlay 
(MDO).    
  

Crossband                          1/16” (1.6 mm) minimum wood based 
composite.16” (1.6 m 

 
Core Non-combustible mineral core.1 or LD-2 

bonded to the stiles and rails.  
Stiles ME; (Matching Edge) 5/8” (16 mm) hardwood 

laminated to 1” (25 mm) fire rated material.            
CE; (Compatible Edge) 5/8” (16 mm) hardwood 
laminated to 1” (25 mm) fire rated material. (mill 
option).  
 

Rails Top; 1” (25 mm) fire rated material.          
Bottom: 1 3/8” (35 ) fire rated material. 

 
Adhesives Type-1 PVA (polyvinyl acetate). 

Urea Formaldehyde Free, 
water resistant. 

 
Options 1E; #1 edge. 
  
Openings See fire door lite cut-out details. 

 
Notes Stile and rail dimensions shown are 

prior to factory trimming.  
 

Positive Pressure Category A doors feature a concealed 
intumescent engineered into the door 
construction. S-label doors require 
surface applied Category H – 
Smoke/Draft Control gaskets on the frame and 
the meeting edges of pairs 

 
Conforms to  Core – ANSI A208.1 
Industry Standards  ASTM D5456-01AE1 
 CSA 011322.2 SERIES 90 
 A.W.I./A.W.M.A.C. SECTION 1300  
 W.D.M.A SERIES I.S.1 – A-2004  

Category A 
Positive Pressure 

N O . 2  E D G E
(S T A N D A R D )

Fire Rated Series 

Architectural Grade FD-5-90
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Maximum Size 60” x 120” (1524 mm x 3048 mm)  
 

Thickness                           1-3/8” (35 mm) – 1-3/4” (44 mm)   
 

Face Hardboard, Rotary Birch or Plain Sliced 
Red Oak door skins. Faces per WDMA 
I.S.1-A face grades.   

 
Core One-inch honeycomb patterned 

cardboard. 
 

Stiles ME (Matching Edge): 5/8” (16 mm) 
hardwood laminated to 3/4” (19 mm) 
structural composite lumber (SCL). 

 CE (Compatible Edge): 5/8” (16 mm)  
hardwood (mill option) laminated 
to 3/4” (19 mm) structural composite   
lumber (SCL).  
*Available with 4-1/4” (108 mm) SCL 
 inner stile.   
   

Rails 1-3/8” (35 mm) structural composite 
lumber (SCL) 

 *Available with 2-1/4” (57 mm) SCL 
 top and bottom rails. 

 
Adhesives Type-1 PVA (polyvinyl acetate).  

Urea Formaldehyde Free,  
      water resistant. 
 
Options FJ: Finger joint pine stiles & rails 
 PE: Plastic laminate edge. 

1E: #1 edge 
 Lock block available upon request. 
 
Openings Upon request. 

 
Notes Stile and rail dimensions shown are 

prior to factory trimming.  
 
Conforms to  ASTM D5456-01AE1 
Industry Standards  CSA 011322.2 SERIES 90 
 A.W.I./A.W.M.A.C. SECTION 1300 
 W.D.M.A SERIES I.S.1 – A-2004 
   
 
Warranty  Three year (Interior use only) 

 
 

 
 
 

NO. 2 EDGE
(STANDARD)

Hollow Core 

Commercial Grade HC-7
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Maximum Size 48” x 120” (1219 mm x 3048 mm)  

 
Thickness                           1-3/8” (35 mm) – 1-3/4” (44 mm)   

2” (51 mm) – 2-1/4” (57 mm) 
 
Face Hardboard, Rotary Birch or Plain Sliced 

Red Oak door skins. Faces per WDMA 
I.S.1-A face grades. 

 
Core LD-2 Density 32 lbs per cubic foot  

513-kg/cu mm. 
Bonded to the stiles and rails.  

 
Stiles ME; (Matching Edge) 5/8” (16 mm) 

hardwood laminated to 3/4” (19 mm) 
structural composite lumber (SCL). 

 CE; (Compatible Edge) 5/8” (16 mm) 
hardwood (mill option), laminated 
to 3/4” (19 mm) structural composite   
lumber (SCL).  
*Available with 4-1/4” (108 mm) SCL 
inner stiles.   

 
Rails 1-3/8” (35 mm) structural composite 

lumber (SCL) 
 *Available with 2-1/4” (57 mm) SCL  

top and bottom rails. 
 

Adhesives Type-1 PVA (polyvinyl acetate).  
Urea Formaldehyde Free, 

 water resistant.  
     
Options PE; Plastic laminate edge 
 FJ; Finger joint pine stiles & rails 

20-minute neutral or positive pressure 
rating. 

   
Openings See flush door lite cut-out details. 

 
Notes Stile and rail dimensions shown are 

prior to factory trimming. 
 
Conforms to  Core – ANSI A208.1 
Industry Standards  ASTM D5456-01AE1 
 CSA 011322.2 SERIES 90 
 A.W.I./A.W.M.A.C. SECTION 1300 
 W.D.M.A SERIES I.S.1 – A-2004  
 
Warranty  Three year, (Interior use only) 
 
 
 
 

NO. 2 EDGE
(STANDARD)

Commercial Grade PC-7

Particle Core 
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Maximum Size 48” x 120” (1219 mm x 3048 mm) 
 

Thickness                           1-3/8” (35 mm) – 1-3/4” (44 mm)  
2” (51 mm) – 2-1/4” (57 mm) 

 
Face Hardboard, Rotary Birch or Plain Sliced 

Red Oak door skins. Faces per WDMA 
I.S.1-A face grades. 

 
Core Structural composite lumber (SCL).       

With a density of 38-lbs/cubic foot or 
609-kg/cu mm.1/2 (64 mm). Random  

 
Stiles ME; (Matching Edge) 5/8” (16 mm) 

hardwood laminated to the structural 
composite lumber (SCL) core. 
CE; (Compatible Edge) 5/8” (16 mm) 
hardwood laminated to the structural 
composite lumber (SCL) core.  

 
Rails Optional, please specify if required. 

 
Adhesives Type-1 PVA (polyvinyl acetate).  

Urea Formaldehyde Free,  
water resistant.   

 
Options 20-minute neutral or positive pressure 

rating. 
   
Openings See flush door lite cut-out details. 
 
Notes Stile and rail dimensions shown are 

prior to factory trimming.  
 

Conforms to  Core – ANSI A208.1 
Industry Standards  ASTM D5456-01AE1 
 CSA 011322.2 SERIES 90 
 A.W.I./A.W.M.A.C. SECTION 1300 
 W.D.M.A SERIES I.S.1 – A-2004  
 
Warranty Three year (Interior use only) 
 
 
 
 
 
 
 
 
 
 
 

NO. 2 EDGE
(STANDARD)

Structural Composite Lumber 

Commercial Grade SCLC-7
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Maximum Size 48” x 96” (1219 mm x 3048 mm)  
 

Thickness                           1-3/4” (44 mm)   
 

Faces  Hardboard, Rotary Birch or Plain Sliced 
Red Oak door skins. Faces per WDMA 
I.S.1-A face grades. 

 
Core LD-2 Particle Core with a density of 32 lbs per 

cubic foot or 513 kg/cu mm. 
Bonded to the stiles and rails. 
Optional; 
Structural composite lumber (SCL) with a 
density of 38-lbs/cubic foot or 609-kg/cu mm.  
Bonded to the stiles and rails.  
 

Stiles ME: (Matching edge) 5/8” (16 mm) hardwood 
laminated to 3/4” (19 mm) structural composite 
lumber (SCL). 

 CE: (Compatible edge) 5/8” (16 mm) hardwood 
(mill option) laminated to 3/4” (19 mm) 
structural composite lumber (SCL). 

 
Rails 1-3/8” (35 mm) structural composite lumber 

(SCL) 
 

Adhesives Type-1 PVA (polyvinyl acetate)  
Urea Formaldehyde Free,  

      water resistant. 
 
Options Total of 1/16” lead using 2 pcs of 1/32” 
 Total of 1/8” lead using 2 pcs of 1/16” 
 20-minute neutral or positive pressure. 
 
Openings See flush door light cutout for details. 

 
Notes Stile and rail dimensions shown are prior to 

factory trimming.  
 
Conforms to  Core – ANSI A208.1 
Industry Standards  ASTM D5456-01AE1 
 CSA 011322.2 SERIES 90 
 A.W.I./A.W.M.A.C. SECTION 1300 
 W.D.M.A SERIES I.S.1 – A-2004  
 
Warranty Three year (Interior use only) 
 
 
 
 

NO. 2 EDGE
(STANDARD)

Lead Lined Series 

Commercial Grade LL-7
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Maximum Size 48” x 120” (1219 mm x 3048 mm)  

 
Thickness                           1-3/8” (35 mm) – 1-3/4” (44 mm)   

2” (51 mm) – 2-1/4” (57 mm) 
 
Face Hardboard, Rotary Birch or Plain Sliced 

Red Oak door skins. Faces per WDMA 
I.S.1-A face grades.   

 
Core LD-2, Density 32 lbs per cubic foot  

(513 kg/cu mm). 100% recovered 
agricultural fibre (agrifibre), bonded 
to the stiles and rails.  

 
Stiles ME; (Matching Edge) 5/8” (16 mm) 

hardwood laminated to 3/4” (19 mm) 
structural composite lumber (SCL). 

 CE; (Compatible Edge) 5/8” (16 mm) 
hardwood (mill option) laminated 
to 3/4” (19 mm) structural composite   
lumber (SCL).  
*Available with 4-1/4” (108 mm) SCL 
inner stiles.   

 
Rails 1-3/8” (35 mm) structural composite lumber 

(SCL) 
 *Available with 2-1/4” (57 mm) SCL 

      top and bottom rails. 
 

Adhesives Type-1 PVA (polyvinyl acetate).  
Urea Formaldehyde Free,  
water resistant.   

 
Options 20-minute neutral or positive pressure 

rating. 
   
Openings See flush door lite cut-out details. 

 
Notes Stile and rail dimensions shown are 

prior to factory trimming.  
 
Conforms to  Core – ANSI A208.1 
Industry Standards  ASTM D5456-01AE1 
 CSA 011322.2 SERIES 90 
 A.W.I./A.W.M.A.C. SECTION 1300 
 W.D.M.A SERIES I.S.1 – A-2004  
 
Warranty  Three year (Interior use only) 
 

NO. 2 EDGE
(STANDARD)

Environmental Core 

 
 
 
 
 
LEED CREDITS:  
MR (4.1,4.2, 5.1,5.2, 6) EQ (4.4) 

Commercial Grade ENVC-7
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Maximum Size 48” x 120” (1219 mm x 3048 mm)  
Pairs      96” X 96”  

 
Thickness                           1-3/4” (44 mm) or 2-1/4” (57 mm)  
 
Face Hardboard, Rotary Birch or Plain Sliced 

Red Oak door skins. Faces per WDMA 
I.S.1-A face grades. 

 
 

Core LD-2, Density 34 lbs per cubic foot  
(513 kg/cu mm). Urea formaldehyde 
free 100% recovered agricultural fibre 
(agrifibre), bonded to the stiles and rails. 

 
Stiles ME; (Matching Edge) 5/8” (16 mm) 

hardwood laminated to 1” (25 mm) fire 
proof material. 

 CE; (Compatible Edge) 5/8” (16 mm) 
hardwood (mill option) laminated 
to 1” (25 mm) fire proof material.  
  

 
Rails 1-3/8” (35 mm) structural composite lumber 

(SCL) or fire proof materials. 
  

Adhesives Type-1 PVA (polyvinyl acetate).  
Urea Formaldehyde Free,  
water resistant.   

 
Options PE; Plastic laminate edge  

Negative & Positive Pressure  
  
Openings Up to 1296 square inches. 

 
Notes Stile and rail dimensions shown are 

prior to factory trimming.  
 
Conforms to  Core – ANSI A208.1 
Industry Standards  ASTM D5456-01AE1 
 CSA 011322.2 SERIES 90 
 A.W.I./A.W.M.A.C. SECTION 1300 
 W.D.M.A SERIES I.S.1 – A-2004  
 
Warranty  Three year (Interior use only) 
 
 
 
 
 
 

NO. 2 EDGE
(STANDARD)

Fire Rated Environmental 

 
 
 
 
 
LEED CREDITS:  
MR (4.1,4.2, 5.1,5.2, 6) EQ (4.4) 

Commercial Grade ENVC-7-45
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Maximum Size     48” x 96” (1219 mm x 2438 mm)  
Pairs      N/A  

 
Thickness                           1-3/4” (44 mm) or 2-1/4” (57 mm)  
 
Face Hardboard, Rotary Birch or Plain Sliced 

Red Oak door skins. Faces per WDMA 
I.S.1-A face grades. 

 
 

Core LD-2, Density 34 lbs per cubic foot  
(513 kg/cu mm). Urea formaldehyde 
free 100% recovered agricultural fibre 
(agrifibre), bonded to the stiles and rails. 

 
Stiles ME; (Matching Edge) 5/8” (16 mm) 

hardwood laminated to 1” (25 mm) fire- 
proof material. 

 CE; (Compatible Edge) 5/8” (16 mm) 
hardwood (mill option) laminated 
to 1” (25 mm) fire proof material.  
  

 
Rails 1-3/8” (35 mm) structural composite 

lumber (SCL) or fire proof materials. 
  

Adhesives Type-1 PVA (polyvinyl acetate).  
Urea Formaldehyde Free,  
water resistant.   

 
Options PE; Plastic laminate edges. 

Negative & Positive Pressure  
  

 
Openings Up to 720 square inches. 

 
Notes Stile and rail dimensions shown are 

prior to factory trimming.  
 
Conforms to  Core – ANSI A208.1 
Industry Standards  ASTM D5456-01AE1 
 CSA 011322.2 SERIES 90 
 A.W.I./A.W.M.A.C. SECTION 1300 
 W.D.M.A SERIES I.S.1 – A-2004  
 
Warranty  Three year (Interior use only) 
 
 
 
 
 

 

NO. 2 EDGE
(STANDARD)

Fire Rated Environmental 
 
 
 
 
 
LEED CREDITS:  
MR (4.1,4.2, 5.1,5.2, 6) EQ (4.4) 

Commercial Grade ENVC-7-60
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Maximum Size 48” x 120” (1219 mm x 3048 mm)  
 

Thickness                           1-3/4” (44 mm)   
 
 

Face Hardboard, Rotary Birch or Plain Sliced 
Red Oak door skins. Faces per WDMA 
I.S.1-A face grades    

  
 
Core Non-combustible mineral core                                         

13 kg/cu mm). LD-1 or LD-2 bonded to 
the stiles and rails.  

 
Stiles ME (Matching Edge): 1” (25 mm) 

hardwood.            
CE (Compatible Edge): 1” (25 mm) hardwood (mill 
option). posite lumber 

CE: 5/8” (16 mm) hardwood (mill option) laminated to 3/4” (19 mm) al 
composite (SCL).  

 
Rails Top: 1” (25 mm) hardwood.  
                                             Bottom: 1 3/8” (35 mm) hardwood. 

 
 
 

Adhesives Type-1 PVA (polyvinyl acetate). 
Urea Formaldehyde Free, 

 water resistant. 
  
Options PE; Plastic laminate edges. 
 Category “B” Positive pressure 
 
Openings See fire door lite cut-out details. 
 
Notes Stile and rail dimensions shown are 

prior to factory trimming. Dimensions will 
vary due to prefit requirements.   

 
Conforms to  Core – ANSI A208.1 
Industry Standards  ASTM D5456-01AE1 
 CSA 011322.2 SERIES 90 
 A.W.I./A.W.M.A.C. SECTION 1300 
 W.D.M.A SERIES I.S.1 – A-2004  
 
Warranty Three Years (Interior use only)   
 
 
 
 
 

Fire Rated Series 

Commercial Grade FD-7-45

N O . 3 ED G E

Neutral Pressure 
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Maximum Size     48” x 108” (1219 mm x 2743 mm) 
 
Thickness                           1-3/4” (44 mm)   

 
 

Face Hardboard, Rotary Birch or Plain Sliced Red 
Oak door skins. Faces per WDMA I.S.1-A 
face grades. 

 
  
Core Non-combustible mineral core                                         

D-1 or LD-2 bonded to the stiles and rails.  
Stiles ME (Matching Edge): 1” (25 mm) hardwood.    

        
CE (Compatible Edge): 1” (25 mm) 
hardwood (mill option). posite lumber (SCL)
  

E: 5/8” (16 mm) hardwood (mill option) laminated to 3/4” (19 mite lumber  
Rails Top: 1” (25 mm) hardwood.          

Bottom: 1 3/8” (35 mm) hardwood. 
 
 

Adhesives Type-1 PVA (polyvinyl acetate).  
Urea Formaldehyde Free,  

 water resistant.   
 
Options PE; Plastic Laminate edges. 
 
Openings See fire door lite cut-out details. 
 
Notes Stile and rail dimensions shown are prior to 

factory trimming. Dimensions will vary due to 
prefit requirements.   

 
Positive Pressure Category A doors feature a concealed 

intumescent engineered into the door 
construction. S-label doors require surface 
applied Category H – Smoke/Draft Control 
gaskets on the frame and the meeting edges 
of pairs 

 
Conforms to  Core – ANSI A208.1 
Industry Standards  ASTM D5456-01AE1 
 CSA 011322.2 SERIES 90 
 A.W.I./A.W.M.A.C. SECTION 1300 
 W.D.M.A SERIES I.S.1 – A-2004  
 
Warranty Three Years (Interior use only)  
 
 

NO. 3 EDGE

Category A Positive Pressure 

Commercial Grade FD-7-45

  Fire Rated Series 
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Maximum Size 48” x 120” (1219 mm x 3048 mm)  

 
Thickness                           1-3/4” (44 mm)   

 
 

Face Hardboard, Rotary Birch or Plain Sliced 
Red Oak door skins. All faces per 
WDMA I.S.1-A face grades. 

 
.  

Core Non-combustible mineral core.      513 
LD-1 or LD-2 bonded to  

 
Stiles ME (Matching Edge) 5/8” (16 mm) 

hardwood laminated to 1” (25 mm) fire 
resistant material. 

 CE (Compatible Edge) 5/8” (16 mm) 
hardwood (mill option) laminated to 1”  
(25 mm) fire resistant materials. 

 
 

Rails Top: 1” (25 mm) fire resistant materials.         
Bottom: 1 3/8” (35 mm) fire resistant 
materials. 

 
 

Adhesives Type-1 PVA (polyvinyl acetate).  
Urea Formaldehyde Free,  

 water resistant.  
 
Options PE; Plastic Laminate edges. 
 Category “B” Positive Pressure. 
 
Openings See fire door lite cut-out details. 

 
Notes Stile and rail dimensions shown are 

prior to factory trimming. Dimensions will 
vary due to prefit requirements.   

 
Conforms to  Core – ANSI A208.1 
Industry Standards  ASTM D5456-01AE1 
 CSA 011322.2 SERIES 90 
 A.W.I./A.W.M.A.C. SECTION 1300 
 W.D.M.A SERIES I.S.1 – A-2004  
 
Warranty Three Years (Interior use only) 
 
 
 
 
 

Fire Rated Series 

NO. 3 EDGE

Neutral Pressure 

Commercial Grade FD-7-60
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Maximum Size 48” x 108” (1219 mm x 2743 mm) 
 
Thickness                           1-3/4” (44 mm)   

 
Face Hardboard, Rotary Birch or Plain Sliced 

Red Oak door skins. Faces per WDMA 
I.S.1-A face grades. 

 
Core Non-combustible mineral core.      513  
the stiles and rails.  
Stiles ME (Matching Edge) 5/8” (16 mm) 

hardwood laminated to 1” (25 mm) fire 
resistant material. 

 CE (Compatible Edge) 5/8” (16 mm) 
hardwood (mill option) laminated to 1” (25 mm) fire 
resistant materials. 

 
Rails Top: 1” (25 mm) fire resistant materials.         

Bottom: 1 3/8” (35 mm) fire resistant materials. 
 

Adhesives Type-1 PVA (polyvinyl acetate).  
Urea Formaldehyde Free 
water resistant.   

 
Options PE; Plastic Laminated edges. 
 
Openings See fire door lite cut-out details. 

 
Notes Stile and rail dimensions shown are 

prior to factory trimming. Dimensions will 
vary due to prefit requirements.   

 
Positive Pressure Category A doors feature a concealed 

intumescent engineered into the door 
construction. S-label doors require 
surface applied Category H – 
Smoke/Draft Control gaskets on the 
frame and the meeting edges of pairs 

 
Conforms to  Core – ANSI A208.1 
Industry Standards  ASTM D5456-01AE1 
 CSA 011322.2 SERIES 90 
 A.W.I./A.W.M.A.C. SECTION 1300 
 W.D.M.A SERIES I.S.1 – A-2004  
 
Warranty Three Years (Interior use only) 
 
 
 
 
 

 Fire Rated Series 

NO. 3 EDGE

Category A Positive Pressure 

Commercial Grade FD-7-60
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Maximum Size 48” x 120” (1219 mm x 3048 mm)  

 
Thickness                           1-3/4” (44 mm)   

 
 

Face Hardboard, Rotary Birch or Plain Sliced 
Red Oak door skins. Faces per WDMA 
I.S.1-A face grades. 

 
Core Non-combustible mineral core.      513 

LD-1 or LD-2 bonded to  
 

Stiles ME (Matching Edge) 5/8” (16 mm) 
hardwood laminated to 1” (25 mm)  
fire resistant material. 

 CE (Compatible Edge) 5/8” (16 mm)  
hardwood (mill option) laminated to  
1” (25mm) fire resistant materials. 

 
 

Rails Top: 1” (25 mm) fire resistant materials.         
Bottom: 1 3/8” (35 mm) fire resistant 
materials. 

 
 

Adhesives Type-1 PVA (polyvinyl acetate).  
Urea Formaldehyde Free 
water resistant.   

 
Options PE; Plastic Laminate edges. 
 Category “B” Positive Pressure. 
 
Openings See fire door lite cut-out details. 

 
Notes Stile and rail dimensions shown are 

prior to factory trimming. Dimensions will 
vary due to prefit requirements.   

 
Conforms to  Core – ANSI A208.1 
Industry Standards  ASTM D5456-01AE1 
 CSA 011322.2 SERIES 90 
 A.W.I./A.W.M.A.C. SECTION 1300 
 W.D.M.A SERIES I.S.1 – A-2004  
 
Warranty Three Years (Interior use only) 
 
 
 
 
 
 

Fire Rated Series 

NO. 3 EDGE

Neutral Pressure 

Commercial Grade FD-7-90
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Maximum Size 48” x 108” (1219 mm x 2743 mm) 
 
Thickness                           1-3/4” (44 mm)   

 
Face Hardboard, Rotary Birch or Plain Sliced 

Red Oak door skins. Faces per WDMA 
I.S.1-A face grades. 

  
Core Non-combustible mineral core.      513  
the stiles and rails.  
Stiles ME (Matching Edge) 5/8” (16 mm) 

hardwood laminated to 1” (25 mm)  
fire resistant material. 

 CE (Compatible Edge) 5/8” (16 mm) 
hardwood (mill option) laminated to  
1” (25 mm) fire resistant materials. 

 
Rails Top: 1” (25 mm) fire resistant materials.         

Bottom: 1 3/8” (35 mm) fire resistant materials. 
 

Adhesives Type-1 PVA (polyvinyl acetate).  
Urea Formaldehyde Free,  

 water resistant.   
 
Options PE; Plastic laminate edges. 
 
Openings See fire door lite cut-out details. 

 
Notes Stile and rail dimensions shown are 

prior to factory trimming. Dimensions will 
vary due to prefit requirements.   

 
Positive Pressure Category A doors feature a concealed 

intumescent engineered into the door 
construction. S-label doors require 
surface applied Category H – 
Smoke/Draft Control gaskets on the 
frame and the meeting edges of pairs 

 
Conforms to  Core – ANSI A208.1 
Industry Standards  ASTM D5456-01AE1 
 CSA 011322.2 SERIES 90 
 A.W.I./A.W.M.A.C. SECTION 1300 
 W.D.M.A SERIES I.S.1 – A-2004  
 
Warranty Three Years (Interior use only 

 Fire Rated Series 

N O . 3  ED G E

Category A Positive Pressure 

Commercial Grade FD-7-90




